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TURVA

Mechanical Equipment

Nikel Molibden Vanadyum| Kolomb Digerleri
Nickel | Molybdenum Vanadium | Columbium Others
Ni Mo
Karbon Celikler
Carbon Steels
0,40 maxi | 0,12 maxi | 0,40 maxi | 0,05 maxi | 0,02 maxi A 105/ 105 M-98
A 181-A 181 M-95 b Class 60
A 181-A 181 M-95 b Class 70
Yiiksek Sicaklikta Servis icin Alasimli Celikler
Alloy Steels For High Temperrature Service
0,44 -0,65 F1
0,44 - 0,65 F2
0,50 maxi | 0,44 - 0,65 F5
0,90-1,10 F9
0,44 - 0,65 F11 Class 2
0,44 - 0,65 F12 Class 2 3
087-1,13 F22 Class 3 <
8,0-11,0 F304 ®
8,0-13,0 F304 L A
10,0 - 14,0 F316 &
10,0- 15,0 F3161 b
9,0-12,0 5C<Ti<0,70% F321
9,0-13,0 10C<Ch<1,10% F347
90-13.0 10C<Ch<1,10% F348
Ta<0,10%
19,0-22,0 F310
Diisiik Sicaklik igin Celikler
Steels For Low Temperature Service
0,40 maxi | 0,12 maxi | 0,40 maxi | 0,05 maxi | 0,02 maxi LF 1 &
S
0,40 maxi | 0,12 maxi | 0,40 maxi | 0,05 maxi | 0,02 maxi LF 2 g
3
3,3 -3,7 | 0,12maxi |0,40 maxi | 0,03 maxi | 0,02 maxi IF 3 2
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